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EW FLUOPOINT 2X55W

CONSTRUCTION:
Fluo point is a reflector of cold light with a high degree of energy 690 mm
utilization. The housing is made of steel and aluminum and is protected by E

epoxy. It uses two special feature lamps. The luminous efficiency of these
reflectors is 2.5 to 5 times higher than reflectors with a halogen light
source, of the same power. The lamp life is 8,000 h, which is over 40 times
the maximum life of a classic tungsten halogen lamp, with a power below
1000W.

SPECIFICATION:
* OSRAM Studioline 55W/3200K

Lamp * OSRAM Studioline 55W/5600K
Base 2G11

* Analog dimming 0 - 10V
Ballast * Digital dimming. DMX protocol
Reflectiv mirror | High shine
Barndoors Black matte -~
Control M.O. - manual operated; P.O. - pole operated
Power supply 220V, 50Hz; Cabl HO5 3x0.75mm?, lenght 1.5m E
Color Black matte, termoresistant / by customer’s request o
Weight 41-51kg S
Packing Cardboard box, dim: 770x150x400
ACCESSORIES: REFERENCES
Safty wire rope | 8161
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PHOTOMETRIC DATA:
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EW FLUOPOINT 2X55W M.0O. (REF. 352 1M0)
EW FLUOPOINT 2X55W P.0O. (REF. 352 1P0O)
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