EW SPOT 300/500/650W

CONSTRUCTION:

Luminaire housing consists of the axial asembled channel plates, joined
to the door frame on the front side and the back base on the reverse side.
Such construction provides natural ventilation granting extended life for
lamps and lenses through all the working positions.The characteristics
of the lenses and reflectors dimensions allow the use of light bulbs 300W
(CP81), 500W (CP82) and 650W (CP89), which enables the lights of
varying intensity.

These variant of the reflector has an excellent application of the reflector
when the power supply is via a dimer.

SPECIFICATION

Lens Fressnel @130
Lamp Volfram halogen 230V; 3200°K; CP81 (300W);
CP82 (500W); CP89 (650W).
Base Gy9,5
Focus control M.O. - manual
Power supply Cable HO5 (H07) 3x1.5mm?, lenght 1,5m
Color Black mat, thermoresistant / by customer's choice
Weight 3,5 kg
Packing Cardboard box, dim: 260x220x380
€
ACCESSORIES REFERENCES E €
Four leaf rotating barndoor 15V0 N LrE>
Safety wire rope 8161 ©
Color frame @ 100/77 15PFA-01
|

PHOTOMETRIC DATA!:
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Photometric data | EW Spot 300 Lamp CP81 Photometric data | EW Spot 500 Lamp CP82 Photometric data | EW Spot 650 Lamp Cp89
atL=3m atL=3m atL=3m

Beam angle | Beam angle Beam angle

Light center | Beam angle | Beam angle
50% lighting | 10% lighting 50% lighting i

value (lux; 50% lighting | 10% lighting

4 2450 278 |0.44m 3.34m |0.99 m 4.31 m 4 3970 551 [0.52m 3.36 m [1.13m 4.39 m 4 6650 831 P.54m 3.24m [.07m 4.16 m

5 1614 181 [0.58m 4.25m [1.23 m 5.58 m 5 2500 353 [0.66m 4.3m |1.42m 55m 5 4430 546 p.62m 404m 1.29m 53m

EW SpPoT 300/500/650 M.0. (REF. ES 15)
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